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CCTEvo
Extractable

Bringing light everywhere in space is not easy, 
often the only installation possibility is on the 
ceiling but not all fixtures are able to direct light 
in an effective way in the desired direction.

Sometimes technical measures are required 
that allow light fixtures to not only be rotated 
but also extracted in order to bring light to 
surfaces or particular elements.
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CCTEvo
Extractable

IP40

When designing  CCTEvo Extractable our aim was 
to have a simple fixture featuring  a minimal design, 
attention to detail and excellent performances capable 
of bringing light to any point of the space. 

Colour temperature

Finishes Diameters

→	 LED Ra90 efficiency up to 96lm/W
→	 LED Ra>80 efficiency up to 109lm/W

LED source

White LED Ra90
White LED Ra>80*
*on request

From 516lm
to 6354lm

Source Flux

Available optics

Exposed part
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Ø125mm
Max 19W - 2216lm

Ø162mm
Max 48W - 6354lm

Deep BlackPlaster White

Ø 162mm 125mm

The design of the extractable 
CCTEvo version, available in two 
different sizes, is the result of 
aesthetic and functional choices.  

The body of the fixture is a single 
piece designed to dissipate the LED 
source in the best way and the front 
has a contemporary and minimal 
design to integrate better into
false ceilings.

* On request it is possible to 
customise the ring by choosing
from the many colour combinations 
in the  Colours range and RAL 
colours available

Colour 
combinations*

Reflector/Cover

Ring
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Attention
to details

Even the CTEvo Extractable like the 
Architectural version was designed 
to coordinate with projectors in 
the Label range with the aim of 
creating aesthetic and performance 

continuity between products with 
different installation types (track 
projectors, adjustable recessed 
projectors and extractable
recessed projectors).
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-25°

+ 75°

355°

For both sizes it is possible to 
adjust the body in a continuous 
way from -25° to 75° on the vertical 
plane and by 355° on the horizontal 
one. The value -25° means that it is 
even possible to retract the optical 
body inside the false ceiling. 
CCTEvo Extractable has an internal 
black Ryton kicker that covers any 
light leakages towards the ceiling 
regardless of the position during 
the extraction phase.

When it is completely extracted 
on the other hand part of the body 
aligns with the false ceiling plane 
completely hiding the recess hole.
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Ø125mm

→	 Actual beam 
openings  
10° - 14° - 29° - 41°

Lenses The smallest version with a 
diameter of 125mm has two 
optical systems, lenses and 

reflectors with four different 
beam openings (NSP, SP, FL
and MWFL).

Two optical 
systems

It is the optical system that shapes 
light and models the beam.
CCTEvo Extractable has two 
different optical systems

(lenses and reflectors) both 
produced in-house to obtain 
different effects and cover every 
application possibility
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Ø162mm Ø125mm

Ø162mm Ø125mm

→	 Actual beam 
openings 
17° - 27° - 33° -  53°

→	 Actual beam 
openings 
10° - 12° - 33° -  45°

Reflectors The largest version with a 
diameter of 162mm on the other 
hand is only equipped with the 
reflector optical system for softer 
beams (SP, FL, MWFL and WFL) 

which are mostly ideal
in the retail sector where often 
accented light without strong 
luminance contrasts is often 
required. 
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