WALK OVER PROFILE: PO3E

CHARACTERISTICS

Rigid high impact resistant in aluminum and PMMA profile Complete
with a white PC diffuser cover.

The profile is walk over and complete with a quide to facilitate
insertion of the strip. This adds strength and protection to the strip.

CAN BE USED WITH LED STRIPS WITH MAXIMUM

WIDTH:
9 mm.

MAXIMUM POWER:
15W/m

ACCESSORIES INCLUDED:
Every 3 metre bar is complete with 3 end caps (with and without
hole).

INSTALLATION
ACCESSORIES INCLUDED: 1 side cap without a hole and 1 side cap
with a hole, screws and clips.

PACKAGE

Supplied in packages of 5 bars, each one measuring 3 meters
complete with screen and accessories. Spare accessories available
with separate code.

Cutting Project profiles to size™:

fixed cost of piece work @

“ Includes mounting accessories.

1P67* IK10 24kN §

art Description 11
PO3E-S-PF-300 »  profile complete with PMMA screen + guide 20,2
MAX ____ PMMA » Orderable only with MOQ

9mm Tooo %

“The profiles reach IP67 if sealed correctly.

art Description

PO3E-A-EC+ 3+3 PCend caps

+ To be discontinued
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https://download.targetti.com/media/LightLines/Download/en/P03E-S-PF-300 - en.zip

